
APS Running Statistics; FY98 to Present
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1998 4465.9 4163.2 93.22% 124 2.4 0.71 321.2 0.0 N/A 33.6
1999 5053.4 4767.7 94.35% 176 1.6 0.89 380.7 0.0 N/A 27.1
2000 5047.2 4723.8 93.59% 160 2.0 0.81 390.2 0.0 N/A 29.5
2001 5000.3 4788.7 95.77% 188 1.1 0.94 409.8 1032.0 96.1% 25.5
2002 4999.0 4855.4 97.13% 147 1.0 0.73 469.1 3680.0 94.9% 33.0
2003 4912.0 4772.5 97.16% 107 1.3 0.54 467.6 3592.0 97.6% 44.6
2004 5225.0 5112.5 97.85% 89 1.3 0.42 509.9 3865.6 97.9% 57.4
2005 5001.5 4931.0 98.59% 49 1.4 0.24 433.7 3976.5 98.5% 100.6
2006 5000.0 4875.5 97.51% 57 2.2 0.28 488.9 3928.0 97.3% 85.5
2007 4832.0 4750.8 98.32% 49 1.7 0.25 476.2 3816.0 98.4% 97.0
2008 4588.1 4478.8 97.62% 49 2.2 0.26 449.4 3584.0 96.6% 91.4
Total 54124.5 52219.9 96.48% 1195 1.6 0.55 4796.8 27474.1 97.2% 43.7
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